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PROEKO

 Srebrzynska 5/7

95-050 Konstantynow Łódzki

Tel. 042 211 20 65

Fax. 042 209 33 03

Email: biuro@proekojp.pl
http://proekojp.pl/ 

QUESTIONNAIRE FOR WATER TREATMENT SYSTEM SELECTION

FOR BOILER PURPOSES

	Organization – contact data
	

	Contact person
	



Water demand/boiler type�
�
Daily (m3/d)�
�
�
Hourly (m3/h)�
�
�
Maximal (l/s)�
�
�
Boiler power and type (kW)�
�
�
Quantity of water in the system (m3)�
�
�
Filling time (h)�
�
�
Maximal boiler water temperature (oC)�
�
�
Condensate return (steam boilers) (t/n)�
�
�



Water analysis results�
�
General hardness 


(mg/l.)�
�
Color 


(mg/l.)�
�
pH�
�
Turbidity 


(NTU)�
�
Smell�
�
General iron


(mg/l.)�
�
Manganese 


(mg/l.)�
�
Ammonia 


(mg/l.)�
�
Nitrates 


(mg/l.)�
�
Nitrites 


(mg/l.)�
�
Chlorides 


(mg/l.)�
�
Silica


(mg/l.)�
�
Oxidation 


(mg/l.)�
�
Sulfates 


(mg/l.)�
�



Water supply point�
�
Waterworks�
�
�
Depth well�
�
�
other�
�
�






